
CONTRACTOR SHALL

COORDINATE LOCATIONS OF

HORIZONTAL FASTENERS.

FASTEN AT BOTH ENDS

WITH MIN. 4 TAPPING

SCREWS.

CUT HORIZONTAL

FASTENER FROM STUD

VERTICAL WALL STUDS AT 16"

[406mm] OR 24" [610mm]  O.C.

ISOMETRIC

WALL FINISH

PLAN

1.

GENERAL NOTES:

NOTE:

1.
APPLICABLE TO PENETRATIONS OF ALL

FIRE RATED MEMBRANES, IN

ACCORDANCE WITH NFPA 101. REFER

TO SPECIFICATIONS SECTION 07 84 00,

FIRE STOPPING SYSTEMS.

INSULATED

PIPE OR DUCT

FLOOR

FIRESTOP MATERIAL

3/4" [19mm] APPROVED

FIRESTOP INSULATION

WITH VAPOR BARRIER

PIPE SLEEVE

WHERE

SPECIFIED

1/4" [6.4mm]Ø ANCHOR

ROD FOR NEW

CONSTRUCTION

WELD

 
1
"

 
1
"

FLOOR OR DECK PENETRATION

PARTITION OR CHASE PENETRATION

MASONRY

PARTITION

PARTITION SUPPORT

FIRESTOP

MATERIAL

3/4" [19mm] APPROVED

FIRESTOP INSULATION

WITH VAPOR BARRIER

DRYWALL PARTITION

INSULATED PIPE

OR DUCT

6
"

6
"

6" 6"

6" 6"

1/2" MIN.

NOTE 1:

OMIT BRACE WHEN "D"

DIMENSION IS LESS THAN 2'-0"

[610mm] FOR GYP. WALLBD. OR

16" [400mm] FOR PLASTER

PARTITION.

[
1

5
2

m
m

]

SECTION  B

VERTICAL STUDS @ 2'-0" [610mm] MAX.

W/GYPSUM WALLBD. 1'-4" [406mm]

W/GYPSUM LATH & PLASTER DOUBLE

STUDS FOR SUPPORTING CONC. BACKER

BOARD.

PROVIDE CONTINUOUS BRACING WHEN

STUDS EXCEED 10'-0" [3048mm] & ARE

FINISHED BOTH SIDES

JAMB ANCHOR CLIPS 3 PER

SIDE - COORDINATE W/HINGE

REINFORCEMENT.

DETAIL D

SEE

NOTE 1

  1/2" [13mm]

CONST.  JOINT

RUNNER

BET.

STUDS

SEE DOOR

SCHEDULE

SHIM AS

REQ'D.

SEC.

B

GYPSUM

WALLBD. PANELS

CONTROL JOINT

ISOMETRIC OF CONSTR. JT.

ELEVATION AT DOOR FRAME

DETAIL D

PROVIDE  SOUND

DEADENING

WHERE REQ'D.

SANITARY

STOP

METAL

DOOR

FRAME

METAL

ANCHOR

CLIP

SHIM AS

REQ'D.

DETAIL C

[
1

3
m

m
]

JAMB

ANCHOR

SECTION A

DOUBLE

STUDS

DETAIL C

 
 
1
/
2
"

JAMB ANCHORS

(FURNISHED WITH FRAME)

E
Q

.
E

Q
.

V
A

R
I
E

S

VARIES

MET. DOOR

   FRAME

6
"
 
M

A
X

.

1/2"

[13mm]

[13mm]

CRIPPLE STUD DO NOT

ANCHOR TO BEARING STUD

A A

D

E
Q

E
Q

2" MIN.

SECTION A

1/2"  DIA. HANGERS

ANCHORED TO

STRUCTURE ABOVE

LATERALLY BRACE

SUSPENDED CHANNEL

TO WALL OR

STRUCTURE ABOVE

SUSPENDED CEILING

PER FINISH SCHEDULE.

3/8" STUD BOLT

MTL TOILET PARTITION

PILASTER W/CORE

AS SPECIFIED

TOP OF TOILET

PARTITION. SEE

MFGR'S DETAIL

METAL

CLIP

WHERE SOFFIT

OCCURS.

WALL FRAMING

STEEL CHANNEL (SIZE

FOR SPAN AS REQ'D.)

1/2"

2 1/2" MAX.

ANCHORAGE SHALL BE

LOCATED TO MISS

STUDS

7
"

6
"

7" MAX.
MFG.R. REQ'D.

7" MAX.6"

L
E

N
G

T
H

A
S

 
R

E
Q

'
D

.

MFG'R. STD. END

CLOSURE

CORNER

GUARD

FINISHED

WALL

RESILIENT CONTACT

SURFACE BUMPER

DOOR

FRAME

RESILIENT CONTACT

SURFACE BUMPER

MFG'R. STD.

END

CLOSURE

8
"

C
O

O
R

D
I
N

A
T

E
 
W

I
T

H

U
S

E
R

S

5
"
 
M

A
X

.

NEOPRENE CUSHION

AT EACH FASTENING

RESILIENT CONTACT

SURFACE BUMPER

ALUMINUM ANCHOR

BRACKETS OR CONT.

RETAINER

TOGGLE BOLT

FINISHED

WALL

BASE

FINISHED FLOOR

PLAN

SECTION

BACKING DETAIL

O5 50 00-02

NOTE:  PROVIDE LIGATURE

RESISTANT WALL GUARDS AT ALL

LOCATIONS WITHIN THE PATIENT

AREAS OF THE PSYCHIATRIC

FACILITY

GYP. BD. SOFFIT

METAL STUD

FRAMING AS REQ'D

SUSPENDED GRID AND

LAY-IN CLNG - PROVIDE

HOLD DOWN CLIPS IN

ENTIRE WEST WING

GYP. BD. SOFFIT

ILLUMINATED FAUX

SKYLIGHT -  INSTALL PER

MANUF. DIRECTIONS

SUSPENDED GRID AND

LAY-IN CLNG - PROVIDE

HOLD DOWN CLIPS IN

ENTIRE WEST WING

METAL STUD

FRAMING AS

REQ'D

LIGHT FIXTURE

RE: DEDUCTIVE ALTERNATE NO.1

GYP. BD.

SOFFIT

WALL TYPE AS

SCHEDULED

METAL STUD

FRAMING AS

REQ'D

LIGHT

FIXTURE

SUSPENDED GRID AND LAY-IN CLNG

- PROVIDE HOLD DOWN CLIPS IN

ENTIRE WEST WING

SCHEDULED

CEILING - HEIGHT

VARIES

RE: DEDUCTIVE 

ALTERNATE NO.3

WALL TYPE AS

SCHEDULED

NEW OR REUSED

RECESSED FIRE

EXTINGUISHER

CABINET

NOTE:  ALL NEW AND RELOCATED FIRE

EXTINGUISHERS ARE TO BE CONNECTED TO THE

EXISTING ENGAUGE ELECTRONIC FIRE

EXTINGUISHER MONITORING SYSTEM.  GC TO

SALVAGE EXISTING EXTINGUISHERS AND

ELECTRONIC MONITORING DEVICES AND REUSE

OR PROVIDE NEW DEVICES IN ACCORDANCE WITH

MANUFACTURERS SPECIFICATIONS.

GFRG COLUMN COVER

EXIST'G STRUCT. COLUMN AND

FIREPROOFING - MAINTAIN

REQ'D FIRE RATING

SECURE COLUMN AND FILL

JOINTS PER MANUF

RECOMMENDATIONS

FRAMING AND BLOCKING

AS REQUIRED

GYP BD ENCLOSURE

AROUND COLUMNS

EXIST'G STRUCT. COLUMN AND

FIREPROOFING - MAINTAIN

REQ'D FIRE RATING

CORNER BEAD-TYP.

FRAMING AND BLOCKING

AS REQUIRED

8 GA SUSPENSION WIRE

@ 24" O.C. IN ADDITION

TO THE CLNG GRID

SUSPENSION WIRE

20 GA MTL STUD

ATTACHED TO CLNG

GRID

CUBICLE

CURTAIN TRACK

GYP. BD.

SOFFIT

WALL TYPE AS

SCHEDULED

METAL STUD

FRAMING AS REQ'D

SCHEDULED

CEILING

SCHEDULED

CEILING -

HEIGHT VARIES

12"06"

ONE AND ONE HALF INCHES = ONE FOOT

12"

Drawing Title

Approved: Project Director

Project Title

Date

Location

Checked

Building Number

Project Number

Drawing Number

Drawn

Dwg.         of

Revisions: Date

CONSULTANTS:

W.J. BRYAN DORN VAMC; COLUMBIA, SC

ARCHITECT/ENGINEERS:

o
n

e
 
e

i
g

h
t
h

 
i
n

c
h

 
=

 
o

n
e

 
f
o

o
t

1
6

8
4

0

t
h

r
e

e
 
i
n

c
h

e
s
 
=

 
o

n
e

 
f
o

o
t

6
"

1
0

6
"

o
n

e
 
a

n
d

 
o

n
e

 
h

a
l
f
 
i
n

c
h

e
s
 
=

 
o

n
e

 
f
o

o
t

o
n

e
 
i
n

c
h

 
=

 
o

n
e

 
f
o

o
t

2
0

6
"

6
"

0
2

t
h

r
e

e
 
q

u
a

r
t
e

r
s
 
i
n

c
h

 
=

 
o

n
e

 
f
o

o
t

o
n

e
 
h

a
l
f
 
i
n

c
h

 
=

 
o

n
e

 
f
o

o
t

4
0

t
h

r
e

e
 
e

i
g

h
t
h

s
 
i
n

c
h

 
=

 
o

n
e

 
f
o

o
t

4
0

0
4

8

o
n

e
 
q

u
a

r
t
e

r
 
i
n

c
h

 
=

 
o

n
e

 
f
o

o
t

VA FORM 08-6231

1 2 3 4 5 6 87 9

F

E

D

C

B

A

97 8654321

100

OFFICE OF

CONSTRUCTION AND

FACILITIES

MANAGEMENT
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TYPICAL DETAILS

AE603

DCVT

16

ROW

51

18

FIRE EXTINGUISHER CABINET DETAIL

3"=1'-0"

17

CEILING DETAIL

1- 1/2"=1'-0"

16

CEILING HUNG TOILET PARTITION

NTS

13

CEILNG DETAIL

1-1/2"=1'-0"

12

CEILNG DETAIL

1-1/2"=1'-0"

11

PIPE/DUCT PENETRATION OF SMOKE/FIRE BARRIERS

NTS

10

CEILNG DETAIL

1-1/2"=1'-0"

9

CEILNG DETAIL

1-1/2"=1'-0"

5

COLUMN DETAIL

1-1/2"=1'-0"

4

COLUMN DETAIL

1-1/2"=1'-0"

3

PARTITION FRAMING FOR DOORS

NTS

2

ANCHORAGE - GRAB BARS AND CABINETS

NTS

1

WALL DETAILS

NTS
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